

These materials will be used for corrective and preventive maintenance activities on live microwave sites to ensure continued link availability and performance.
	Item description
	Quantity

	Microwave Accessory, Flexible Waveguide,42G,0.9m,UG383/U-R400,With English doc
 
	22

	Twist flex Hanger
 
	22


 
Below are the technical specs for the required waveguide:
 
	Parameter
	Specification

	Frequency Range
	42 GHz microwave band (typ. 40.5–43.5 GHz)

	Waveguide Type
	Rectangular rigid waveguide

	Standard Size
	WR-22 (or equivalent for 42 GHz)

	Material
	Brass

	Internal Finish
	Smooth internal surface, low RF loss

	External Finish
	Corrosion-resistant, suitable for outdoor use

	Flange Type
	Standard UG / IEC compatible flanges

	VSWR
	≤ 1.10–1.15 across operating band

	Insertion Loss
	Low loss, per manufacturer specification

	Power Handling
	Suitable for 42 GHz microwave links

	Operating Temperature
	–40 °C to +70 °C (outdoor telecom grade)

	Environmental Rating
	Weatherproof, UV and moisture resistant

	Length Options
	0.9 m

	Quality & Testing
	Factory tested (VSWR & insertion loss)

	Standards Compliance
	IEC / IEEE waveguide standards


Note that suppliers should provide a sample for technical approval.

